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Functional quick coupling, 
depending on the task

As a global company we know that customers  
of different regions become familiar with certain 
styles and characteristics of products, including 
quick couplers. 

We constantly improve our designs for higher  
productivity and and greater safety and we also  
understand that customers may already own  
existing products which require a compatible  
coupler solution, allowing for their continued use. 

We also understand the importance regional dif-
ferences can make, so we offer a range of product 
options to suit, derived from two main coupler 
categories: 

SPECIFIC QUICK COUPLERS

With the excavator specific suspension and its 
compatibel adapter a universal interface is created 
that converts the excavator into a versitile tool 
carrier. The L-Lock, S-Lock and Q-Lock Systems 
can be defined by the following features:

▷ Fully compatible with the original quick 
coupler systems or standards.

▷ Safe mechanic or hydraulic locking options 
available.

▷ Use of robust and durable cast housings.

▷ Comply with all applicable safety standards  
of the machine guideline 2006/42/EG,  
DIN EN474-1, SUVA and ISO13031.

MULTI-FUNCTIONAL QUICK COUPLERS

With the multi-functional locking system you 
create a universal connection that is able to pick 
up and securely lock different excavator specific 
suspensions and therefore converts every carrier 
into a multi-functional machine.  Our D-Lock, 
X-Lock and SmartFlow Systems:

▷ Dual pin lock, front and rear pin are secured

▷ Picks up attachments with different pin 
distances and diameters.

▷ Safety system does not rely on gravity.

▷ Comply with all applicable safety standards  
of the machine guideline 2006/42/EG,  
DIN EN474-1, SUVA and ISO13031.

L-LOCK SYSTEM
The L-Lock System was designed to be fully compatible with the known and in nationally adopted Lehnhoff  
adapters. For maximum reliability, all contact surfaces of the L-Lock quick couplers are  machined and  
therefore lock safely and without unwanted play or movement. 

▷ KMS-L with mechanical locking system
▷ KHS-L with hydraulic locking system

S-LOCK SYSTEM
The S-Lock System was designed to be fully compatible with the internationally adopted S-Standard  
adapters. In addition to a specially engineered, centrally located locking mechanism, the S-Lock coupler 
features a second locking mechanism at the front pin, providing a twin lock system for maximum safety.

▷ KMS-S with mechanical locking system 
▷ KHS-S with hydraulic locking system
▷ KES-S with electric locking system

Q-LOCK SYSTEM
The Q-Lock System is designed to be fully compatible with the internationally adopted OilQuick  
adapters.A specially engineered, centrally located locking mechanism, avoids colliding with the OilQuick  
adapter‘s valves and ensures safe locking.

▷ KMS-Q with mechanical locking system
▷ KHS-Q with hydraulic locking system
▷ KES-Q with electric locking system

D-LOCK SYSTEM
The D-Lock System is designed to be compatible with most of the pin-to-pin adapters or the original machine 
specifics. For maximum security the system not only has a hydraulic main locking system but also an  
additional mechanic locking for rear and front pin. Therefore the D-Lock System is one of the world‘s safest 
quick coupling systems. 

▷ KHM-D with hydraulic locking system

D-LOCK & X-LOCK SMARTFLOW SYSTEM
The SmartFlow System was designed to create a fully hydraulic version of the D-Lock & X-Lock quick coupler. 
The SmartFlow valve block at the coupler is equipped with oilflow optimized hydraulic valves and a special lo-
cking system that absorbs the resulting expansion forces between the valves without transferring them to the 
D-Lock or X-Lock quick coupler system. 

SPECIFIC QUICK COUPLERS

MULTI-FUNCTIONAL QUICK COUPLERS

X-LOCK SYSTEM
The X-Lock System was designed to be compatible with most of the pin-to-pin adapters or the original  
excavator specific suspensions. For maximum security the system not only has a hydraulic main locking  
system but also an automatic and independent additional locking for the front pin.  
Therefore the X-Lock System is one of the world‘s safest quick coupling systems. 

▷ KHM-X with hydraulic locking system
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Hydraulic
quick coupler
KHS-L
Type Tonnage

KHS01-L 0.5 - 2t
KHS03-L 1.5 - 5.5t
KHS03HD-L 4.8 - 6.5t
KHS08-L 6 - 12t
KHS10-L 10 - 19t
KHS21-L 18 - 28t
KHS25-L 28 - 40t

Mechanical
quick coupler
KMS-L

FUNCTION: 
HYDRAULIC LOCKING SYSTEM 

The hydraulic quick coupler enables efficient and safe 
attachment mounting without the need to manually adjust 
the coupler itself. The conical locking pins provide a tight, 
accurate fit without any unwanted movement or play. 

Type Tonnage

KMS01-L 0.5 - 2t
KMS03-L 1.5 - 6.5t
KMS08-L 6 - 12t
KMS10-L 10 - 19t
KMS21-L 18 - 28t
KMS25-L 28 - 40t

KHS01-L to KHS03-L KHS08-L to KHS25-L

LOCKING: 
SAFE LOCKING MECHANISM 

KHS01-L to KHS03-L: mechanical locking via spring force; 
hydraulic unlocking via single-acting hydraulic cylinder.

KHS03HD-L to KHS25-L: hydraulic locking / unlocking via 
double-acting hydraulic cylinder with check valve.

STRUCTURE: 
ROBUST CAST IRON BODY

The excavator specific suspension is welded onto the 
robust cast iron body. Afterwards all contact surfaces 
are mechanically machined. A load hook is optionally 
available.

SAFETY: 
SENSOR CONTROL

Besides the serially included locking pin, the Sensor 
Control is optionally available. Two sensors identify 
the correct position of the quick coupler in the 
adapter and the correct locking of the pins. The 
KHS Control operating unit visualizes the respective 
states and manages the locking and unlocking.

KHS01-L to KHS03-L KHS03HD-L to KHS25-L

SECURE

FUNCTION: 
MECHANICAL LOCKING SYSTEM 

An automatic spring-locking system makes picking up 
attachments much easier. A simple socket wrench is used  
o lock and unlock as necessary. The conical locking pins take 
care of a force-fit and playfree connection.

LOCKING: 
SAVE LOCKING MECHANISM 

KMS01-L to KMS03-L: Easy and safe locking via socket 
wrench. 

KMS08-L to KMS25-L: Fast, easy and safe locking via socket 
wrench. Long life cycle because of permanent engagement 
force by spring.

STRUCTURE: 
ROBUST CAST IRON BODY

The excavator specific suspension is welded onto the 
robust cast iron body. Afterwards all contact surfaces 
are mechanically machined. A load hook is optionally 
available.

SAFETY: 
OVER CENTER LOCKING

KMS01-L to KMS03-L: Self-locking mechanism  
inside a sealed body.

KMS03-L to KMS25-L: High functional reliability, 
spring-force system locks over center.

KMS01-L to KMS03-L KHS08-L to KMS25-L

SECURE

L-Lock System

The suitable 
KHS-Control provides 
more safety and precision
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Hydraulic
quick coupler
KHS-Q
Type Tonnage

KHS45-Q 5 - 12t
KHS60-Q 8 - 15t
KHS65-Q 14 - 22t
KHS70-Q 15 - 28t
KHS75-Q 18 - 32t
KHS80-Q 25 - 43t

Mechanical
quick coupler
KMS-Q

FUNCTION: 
HYDRAULIC LOCKING SYSTEM 

The hydraulic quick coupler enables efficient and safe 
attachment mounting without the need to manually adjust 
the coupler itself. The spring loaded locking pins provide a 
tight, accurate fit without any unwanted movement or play.

LOCKING: 
SAFE LOCKING MECHANISM 

Hydraulic locking and unlocking via double-acting hydraulic 
cylinder that locks with a special locking system over dead 
center. Permanent mechanical locking caused by spring 
force. 

STRUCTURE: 
ORIGINAL OILQUICK-HOUSING

The excavator specific suspension is welded onto the 
robust cast iron body. Afterwards all contact surfaces 
are mechanically machined. A load hook is optionally 
available.

SAFETY: 
SENSOR CONTROL

Besides the serially included locking pin the Sensor 
Contol is optionally available. Two sensors identify 
the correct position of the quick coupler in the 
adapter and the correct locking of the pins. The KHS 
Control operating unit visualizes the different states 
and manages the locking and unlocking.

SECURE

FUNCTION: 
MECHANICAL LOCKING SYSTEM 

An automatic spring-locking system makes the picking up 
of the attachment easier. A simple socket wrench is used  
o lock and unlock as necessary. The conical locking pins take 
care of a force-fit and playfree connection.

LOCKING: 
SAFE LOCKING MECHANISM 

Fast, easy and safe locking via socket wrench.  
Long life cycle thanks to a spring generated force providing 
a permanent engagement.

STRUCTURE: 
ORIGINAL OILQUICK-HOUSING

The excavator specific suspension is welded onto the 
robust cast iron body. Afterwards all contact surfaces 
are mechanically machined. A load hook is optionally 
available.

SAFETY 
OVER CENTER LOCKING

High functional reliability, spring-force system locks 
over center.

SECURE

Type Tonnage

KMS45-Q 5 - 12t
KMS60-Q 8 - 15t
KMS65-Q 14 - 22t
KMS70-Q 15 - 28t
KMS75-Q 18 - 32t
KMS80-Q 25 - 43t

Q-Lock System
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Hydraulic
quick coupler
KHS-S
Type Tonnage

KHS30-150-S 0.5 - 2t
KHS30-180-S 0.5 - 2t
KHS40-S 2 - 6t
KHS45-S 6 - 11t
KHS50-S 6 - 11t
KHS60-S 10 - 18t
KHS70-S 18 - 30t

Mechanical
quick coupler
KMS-S

FUNCTION: 
HYDRAULIC LOCKING SYSTEM 

The hydraulic quick coupler enables efficient and safe 
attachment mounting without the need to manually adjust 
the coupler itself. The spring loaded locking pins provide a 
tight, accurate fit without any unwanted movement or play.

LOCKING: 
SAFE LOCKING MECHANISM 

Hydraulic locking and unlocking via double-acting hydraulic 
cylinder that locks with a special locking system over dead 
center. Permanent mechanical locking caused by spring 
force. 

STRUCTURE: 
ROBUST CAST IRON HOUSING

The excavator specific suspension is welded onto the 
robust cast iron body. Afterwards all contact surfaces 
are mechanically machined. A load hook is optionally 
available.

SAFETY: 
ADDITIONAL LOCKING AT FRONT PIN

Besides the special locking system, the additional 
front pin is secured mechanically, preventing 
accidental release of the attachment. 

SECURE

FUNCTION: 
MECHANIC LOCKING SYSTEM 

An automatic spring-locking system makes the picking up 
of the attachment easier. A simple socket wrench is used  
o lock and unlock as necessary. The conical locking pins take 
care of a force-fit and playfree connection.

LOCKING: 
SAFE LOCKING MECHANISM 

Fast, easy and safe locking via socket wrench.  
Long life cycle thanks to a spring generated force providing 
a permanent engagement.

STRUCTURE: 
ROBUST CAST IRON HOUSING

The excavator specific suspension is welded onto the 
robust cast iron body. Afterwards all contact surfaces 
are mechanically machined. A load hook is optionally 
available.

SAFETY: 
OVER CENTER LOCKING

High functional reliability, spring-force system locks 
over center. Besides the special locking system the 
front pin is additionally secured mechanically. The 
attachment cannot fall down. 

SECURE

Type Tonnage

KMS30-150-S 0.5 - 2t
KMS30-180-S 0.5 - 2t
KMS40-S 2 - 6t
KMS45-S 6 - 11t
KMS50-S 6 - 11t
KMS60-S 10 - 18t
KMS70-S 18 - 30t

S-Lock System



We reserve the right to amend specifications without prior notice! Kinshofer GmbH • Raiffeisenstr. 12 • D-83607 Holzkirchen • www.kinshofer.com

Hydraulic
quick coupler
KHM-D
Type Tonnage

KHM10-D 1 - 1.6t
KHM20-D 1.7 - 2.5t
KHM30-D 2.6 - 3.5t
KHM50-D 4.0 - 5.5t
KHM80-D 5.6 - 8.0t
KHM140-D 12 - 14t
KHM190-D 15 - 19t
KHM230-D 19 - 24t
KHM280-D 25 - 29t
KHM350-D 30 - 35t
KHM450-D 36 - 45t

Hydraulic
locking system
SmartFlow

FUNCTION: 
HYDRAULIC LOCKING SYSTEM  

The hydraulic quick coupler enables an efficient and safe 
mounting of the attachments without manual work at 
the coupler itself - allowing attachments with variable pin 
distances and diameters to be picked up.

LOCKING: 
SAFE LOCKING MECHANISM

Hydraulic locking and unlocking via double-acting hydraulic 
cylinder that moves a sliding jaw. Because of the long stroke 
of the cylinder, different pin distances can be locked in a safe 
and force-locked way.

STRUCTURE: 
ROBUST CAST IRON HOUSING

The excavator specific suspension is welded onto the 
robust cast iron body. Afterwards all contact surfaces 
are mechanically machined. Load hook or lifting eye 
are optionally available. 

FUNCTION: 
HYDRAULIC LOCKING SYSTEM 

A hydraulic valve bank with special hyraulic valves at the 
quick coupler and the respective attachment enables an 
efficient and safe assembly of the attachments without 
manual work at the coupler itself. The excavator turns into a 
multifunctional tool carrier. 

LOCKING: 
SAFE LOCKING MECHANISM

The valve banks at coupler and attachment side are locked 
by a special locking system that absorbs the resulting 
expansion forces between the valves without transferring 
them to the quick coupler.

STRUCTURE: 
FLEXIBLE BEARING

All parts are unified to guarantee a simple service. 
The valve block on the attachment side is flexibly 
mounted, providing for an arched coupling.  

SAFETY: 
DIRT PROTECTION

The hydraulic valves and the valve block at the 
attachment side are protected from dirt and 
damage by a cover plate. The solid hydaulic valves 
can be coupled under pressure without the need for 
depressurization.

SECURE

SAFETY: 
ADDITIONAL LOCKING AT FRONT PIN

The front pin is automatically locked by the moving 
cylinder. If the cylinder fails for any reason, the 
locking paws click into the slots on either side of 
the sliding jaw. Multi-slots cater for wide pin center 
range.  

SECURE

Type Tonnage

KHM10-D-SF 1 - 1.6t
KHM20-D-SF 1.7 - 2.5t
KHM30-D-SF 2.6 - 3.5t
KHM50-D-SF 4.0 - 5.5t
KHM80-D-SF 5.6 - 8.0t
KHM140-D-SF 12 - 14t
KHM190-D-SF 15 - 19t
KHM230-D-SF 19 - 24t
KHM280-D-SF 25 - 29t
KHM350-D-SF 30 - 35t
KHM450-D-SF 36 - 45t

D-Lock System
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Hydraulic
quick coupler
KHM-X
Type Tonnage

KHM70-X 5 - 7t
KHM100-X 6 - 10t
KHM140-X 9 - 14t
KHM190-X 13 - 19t
KHM230-X 18 -23t
KHM280-X 22 - 28t
KHM350-X 27 -35t
KHM450-X 34 -45t

Hydraulic
locking system
SmartFlow

FUNCTION: 
HYDRAULIC LOCKING SYSTEM  

The hydraulic quick coupler enables an efficient and safe 
mounting of the attachments without manual work at 
the coupler itself - allowing attachments with variable pin 
distances and diameters to be picked up.

LOCKING: 
SAFE LOCKING MECHANISM

Hydraulic locking and unlocking via double-acting hydraulic 
cylinder that moves a sliding jaw. Because of the long stroke 
of the cylinder, different pin distances can be locked in a safe 
and force-locked way.

STRUCTURE: 
ROBUST CAST IRON HOUSING

The excavator specific suspension is welded onto 
the robust icast iron body. Afterwards all contact 
surfaces are mechanically machined. Load hook or 
lifting eye are optionally available. 

FUNCTION: 
HYDRAULIC LOCKING SYSTEM 

A hydraulic valve bank with special hydraulic valves at the 
quick coupler and the respective attachment enables an 
efficient and safe assembly of the attachments without 
manual work at the coupler itself. The excavator turns into a 
multifunctional tool carrier. 

LOCKING: 
SAFE LOCKING MECHANISM

The valve banks at coupler and attachment side are locked 
by a special locking system that absorbs the resulting 
expansion forces between the valves without transferring 
them to the quick coupler.

STRUCTURE: 
FLEXIBLE BEARING

All parts are unified to guarantee a simple service. 
The valve block on the attachment side is flexibly 
mounted, providing for an arched coupling.  

SAFETY: 
DIRT PROTECTION

The hydraulic valves and the valve block at the 
attachmet side are protected from dirt and damage 
by a cover plate. The very hydaulic valves can be 
coupled under pressure without the need for 
depressurization. 

SECURE

SAFETY: 
AUTOMATIC LOCKING

As an additioanl safety function the X-Lock system 
features an instant front pin look. That prevens from 
unintentional droping of the atatchment.

SECURE

Type Tonnage

KHM70-X-SF 5 - 7t
KHM100-X-SF 6 - 10t
KHM140-X-SF 9 - 14t
KHM190-X-SF 13 - 19t
KHM230-X-SF 18 -23t
KHM280-X-SF 22 - 28t
KHM350-X-SF 27 -35t
KHM450-X-SF 34 -45t

X-Lock System
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Fully hydraulic
coupling system
SmartFlow

2

3
4

1

FUNCTION: 
2 HYDRAULIC VALVES
A hydraulic hammer for example needs  
2 valves for the main functions.

FUNCTION: 
5 HYDRAULIC VALVES 

A compactor for example needs 2 valves 
for the main function, 1 valve for the drain 
line and 2 valves for the rotation.

FUNCTION: 
3 HYDRAULIC VALVES

A drum cutter for example needs  2 valves 
for the main function and 1 valve for the  
drain line.

FUNCTION: 
4 HYDRAULIC VALVES

A grab for example needs 2 valves for 
the main function and 2 valves for the 
rotation.

FUNCTION: 
MULTIFUNCTIONAL COUPLING SYSTEM

The hydraulic valve bank [1] can be easily fitted to every 
quick coupler and ensures a safe and efficient connection 
between the hydraulic circuits without manual assistance. 
The excavator turns into a multifunctional tool carrier.

LOCKING: 
SAFE LOCKING MECHANISM 

The valve blocks at the quick coupler and the attachment 
are securely locked by a separate locking function [3].  
Therefore the blocks can be mounted in a flexible way. The 
robust guiding blocks [4] make an arched coupling possible, 
even at smallest radiuses.

STRUCTURE: 
FLEXIBLE BEARING

All parts are unified to guarantee a simple service. 
Up to 5 oilflow optimized hydraulic valves [2] are 
screwed into the valve block, but still movable 
because of a special guiding system.

SAFETY: 
DIRT PROTECTION ATTACHMENT SIDE

The hydraulic valves and the valve block at the 
attachment side are protected from dirt and 
damage by a cover plate. The solid hydaulic valves 
can be coupled under pressure without the need for 
depressurization. 

SECURE

Type Tonnage

Size S (150 l/min) 6 - 13t
Size M (250 l/min) 14 - 23t
Size L (420 l/min) 24 - 40t

The fully hydraulic quick coupling system 
SmartFlow turns the exchange of attachments into 
a very easy, safe and fast operation. The driver  
changes the attachments including hydraulic 
connections by simply pushing a button in the 
drivers cabin. Because of the separate locking of the 
valve blocks, there are no forces transferred to the 
quick coupler, guaranteeing durablity. 

Fully  
compatible
SmartFlow

SmartFlow
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Tilt coupler
TC

Type Tonnage

TC02 1 - 2t
TC03 2 - 2.9t
TC05 2.4 - 5t
TC07 4.3 - 7t
TC10 6 - 10t
TC14 8.6 - 14t
TC19 12.1 - 19t
TC23 16.7 - 23t

Up to 90°-flexibility
TC

FUNCTION: 
PATENTED ROTARY ACTUATOR 

The Kinshofer TC Tilt Couplers provide a tilting angle of 
up to 180°, increasing the flexibiliy and efficiency of all 
attachments to a maximum. 

LOCKING: 
MAXIMUM FLEXIBILITY 

A respective RSV-Kit (non-return valve set) is optionally 
available. 
A counter-balance valve mounted to the motor retains a 
secure position for the tilt coupler across the angle. 

STRUCTURE: 
COMPACT DESIGN

The tilt couplers provide a highly compact design, 
featuring minimal height and low weight. An elliptic 
piston creates a high and constant tilting tourque in 
both directions. The upper suspension is bolted onto 
the rotary actuator and therefore provides maximum 
flexilbility.

SAFETY: 
SERVICE FRIENDLY

The rotary actuator is completely sealed. All 
components run in a permanent oil bath, providing 
for low maintenance operation. The robust housing 
guarantees a long service life. 

SECURE

The Kinshofer quick coupling systems L-Lock, 
Q-Lock, S-Lock and D-Lock are also available as 
tiltable versions . 
Additional quick coupler systems are also available.
The upper suspension is bolted onto the rotary 
actuator and therefore provides maximum 
flexilbility.

TC10-L  90° TILTED: 
TILT COUPLER WITH SYSTEM L-LOCK

TC10-S  90° TILTED:  
TILT COUPLER WITH SYSTEM S-LOCK

TC10-D  90° TILTED: 
TILT COUPLER WITH SYSTEM D-LOCK

Tilt Coupler
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Tiltrotators
TR-NOX

Type Tonnage

TR06NOX 3 - 6t
TR07NOX 4 - 7t
TR11NOX 6 - 11t
TR14NOX 10 - 14t
TR19NOX 14 - 19t
TR25NOX 19 - 25t

Control system
NOXPROP

FUNCTION: 
MULTIFUNCTIONAL ALLROUNDER 

The NOX Tiltrotator is one of the most advanced tools for 
excavators from 3t to 25t operating weight. 
A 360° continuous rotation and tilting angles of 2 x 50°  
make it a universal joint.

LOCKING: 
MAXIMUM FLEXIBILITY 

Of course all tiltrotators can be equipped with all other 
Kinshofer quick couplers: L-Lock, Q-Lock, S-Lock and D-Lock. 
Other quick coupling systems are also available.

STRUCTURE: 
COMPACT DESIGN

This cylinderless solution features a very compact 
design with a narrow width and without any 
protruding parts. The patented tilting function is 
provided by the elliptic piston design with only 
one thread. Due to the closed system, the risks 
of damages are reduced and the tilting force is 
constant.

FUNCTION:  
INDIVIDUAL PERFORMANCE

Drivers can assign individual functions for 
the joystick controls. 

FUNCTION: 
GEOMETRY OVERVIEW & INTERFACE

See all your geometric data of the attach-
ment in operation as a single overview. The 
data can be easily adjusted thanks to the  
connection to 2D/3D excavating systems

FUNCTION: 
OVERVIEW

Individual profiles for users can be  
created and saved - data can then 
 be easily displayed and amended  
as necessary.

FUNCTION: 
EASY NAVIGATION

The simple and easy menu  
navigation not only saves time,  
but also creates a very user- 
friendly application.   
 

SAFETY: 
SERVICE FRIENDLY

The flexible tool is extremely service friendly as there 
are only two greasing points, less wear parts, the 
hydraulics are integrated into the solid cast housing, 
and the entire installation can be realized easily. The 
extremely wear resistant worm gear has its own 
lubrication and is therefore lowering maintenance 

The smooth proportional NOXPROP control system 
provides for more safety and precision. The NOX  
tiltrotator, quick coupler and attached tools are 
operated conveniently and effectively with the  
ergonomically designed joysticks of the smart  
NOXPROP control.  

Easy to fit to any excavator.  

Individual function assignment and simple menu 
navigation due to the integrated touchscreen.  
Integrated GPS, LTE, Bluetooth and WiFi aerials 
connect your maschine with the digital working  
environment. In combination with the ToolTracker, 
the integration into the fleet management is simple 
to achieve and provides maximum flexibility. 
The system is prepared for future assistance  
functions such as dynamic scale, 2D heights and 
depths limiter, fleet management, etc.

ROTATION & TILT SENSORS
▷ Geometry overview
▷ NOXPROP autocalibration
▷ Support for 2D/3D excavating systems  

e.g. Leica, Trimble, Topcon & Moba.

SECURE

Touchscreen

LTE

WiFiGPS

Tiltrotator

OPTIONAL: GRIPPER
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KINSHOFER is an  
ISO 9001 certified Company.  
DVS ZERT is a registred trademark  
of DVS ZERT® e.V., Düsseldorf.

Kinshofer Branches

Hauptsitz Deutschland: 
Kinshofer GmbH
Raiffeisenstrasse 12
83607 Holzkirchen
Tel.:  +49 (0) 8021 88 99 0
Email: info@kinshofer.com
www.kinshofer.com

United Kingdom:
Kinshofer UK Ltd.
4 Milton Industrial Court
Horsfield Way, Bredbury
Stockport, Cheshire, SK6 2TA
Tel.:  +44 (0) 161 406 7046
Fax:  +44 (0) 161 406 7014
Email: sales-uk@kinshofer.com
www.kinshofer.com

France:   
Kinshofer  France S.A.R.L.
8 Bis, rue Gabriel Voisin, CS 40003
F-51688 Reims Cedex 2
Tel.:  +33 (0) 3 88 39 55 00
Fax:  +33 (0) 3 88 79 06 75
Email: sales-france@kinshofer.com
www.kinshofer.com

Canada: 
Kinshofer North America
5040 Mainway Drive, Unit #11
Burlington, ON L7L 7G5
Tel.:  +1 (905) 335-2856
Fax:  +1 (905) 335-4529
Toll Free (North America): 1-800-268-9525
Email: sales-northamerica@kinshofer.com
www.kinshofer.com

United States of America:
Kinshofer USA
6420 Inducon Drive
Suite G
Sanborn, NY, 14132
Tel.: +1 (716) 731-4333
Toll Free (North America): 1-800-268-9525
Email: sales-usa@kinshofer.com
www.kinshofer.com

Kinshofer Subsidiaries

Nederland: 
DEMAREC Demolition and Recycling Equipment B.V.
De Hork 32
NL-5431 NS Cuijk
Tel.:  +31 (0) 485 442300
Fax:  +31 (0) 485 442120
info@demarec.com
www.demarec.com

Sverige: 
RF System AB 
Furutorpsgatan 6
SE-288 34 Vinslöv
Tel.:  +46 (0) 44 817 07
Fax:  +46 (0) 44 859 63
Email: info@rf-system.se
www.rf-system.se

United Kingdom:
Auger Torque Europe Limited
Hazleton
Cheltenham, GL54 4DX
Tel.:  +44 (0) 1451 861 652
Fax:  +44 (0) 1451 861 660
Email: sales@augertorque.com
www.augertorque.com

Australia:
Auger Torque Australia Pty Ltd.
122 Boundary Road, Rocklea
Queensland 4106
Tel.:  +61 (0) 7 3274 2077
Fax:  +61 (0) 7 3274 5077
Email: sales@augertorque.com.au
www.augertorque.com.au

Doherty Couplers & Attachments Ltd.
PO Box 701, 
Annerley (Brisbane) QLD, 4103
Tel.: +61 1 800 057 021
Email: sales@dohertydirect.net
www.dohertydirect.net

New Zealand:
Doherty Engineered Attachments Ltd. 
PO Box 9339, Greerton
Tauranga 3142
Tel.: +64 7 574 3000
Fax: +64 7 574 8030
Email: sales@dohertydirect.net
www.dohertydirect.net

United States of America:
Solesbee‘s Equipment & Attachments, LLC
2640 Jason Industrial Parkway
Winston, GA 30187
Toll Free (North America): 1-800-419-8090
Email: sales@solesbees.com
www.solesbees.com

中国:
Auger Torque China CO., Ltd.
Baozhan Rd, Tongyi Industry Zone
Dongwu, Yinzhou, Ningbo
China 315114
Tel.:  + 86 (0) 574 8848 8181 
Fax:  + 86 (0) 574 8848 8687 
Email: john.hu@attachmenttorque.com
www.augertorque.com

Italia: 
Hammer S.r.l. 
Via Oleifici dell’ Italia Meridionale, lotto G1
IT-70056 Molfetta BA
Tel.:  +39 080 337 5317
Email: info@hammereurope.com
www.hammereurope.com

CONTACT


